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Source Classification Code Table 
SCC Code 
 

Description 1 Description 2 Description 3 Description 4 
(corresponds to OEPA 
description) 

40201801, 40201806, 40201899 Petroleum and Solvent 
Evaporation 

Surface Coating 
Operations 

Metal Coil Coating Prime and Finish Coating 
Application 

Best Available Technology Limit Table 
BAT 

# 

OEPA Description Pollutant Control equip/ Control meas. Eff. Stack Fugitive 

00001 Metal Coil <80TPY Option A - 
Use of compliant coatings 
only(-1801, 1806, 1899) 

VOC uncontrolled NA (2) 1.7 lbs of VOC/gallon 
of coating, excluding 
water and exempt 
solvent; and (2) 0.28 kg 
VOC/l of coating solids 
applied for each calendar 
month; (4) 79.9 TPY 
VOC per rolling 12-
month period                                                                                                                                                                                                                                                                                     

(1) Good housekeeping 
practices to prevent and 
minimize spills; storage of 
waste materials in closed 
containers 

00002 Metal Coil <80TPY Option B - 
Use of compliant coatings 
and a control device (-1801, 
1806, 1899) 

VOC Thermal or catalytic incinerator 
or other VOC control device 

Must 
operat

e at 
the 

most 
recentl

y 
demon
strated 
overall 
control 
efficien

cy 

(2) 0.14 kg VOC/l of 
coating solids applied for 
each calendar month 
where there is 
continuous use of a 
control device; (4) 79.9 
TPY VOC per rolling 12-
month period                                                                                                                                                                                                                                                                                     

(1) Good housekeeping 
practices to prevent and 
minimize spills; storage of 
waste materials in closed 
containers 

00003 Metal Coil <80TPY Option C - 
Use of capture and control 
equipment only (-1801, 1806, 
1899) 

VOC Thermal or catalytic incinerator 
or other VOC control device 

90% 
overall 
control 
efficien

cy 

(2) Any thermal or 
catalytic incinerator or 
other VOC control device 
used must acheive 90% 
overall VOC reduction, 
by weight; (4) 79.9 TPY 
VOC per rolling 12-
month period                                                                                                                                                                                                                                                                                     

(1) Good housekeeping 
practices to prevent and 
minimize spills; storage of 
waste materials in closed 
containers 

00004 Metal Coil >80TPY VOC Enclosure of coating operation 
and venting to a thermal or 

catalytic incinerator or other VOC 

90% 
overall 
captur

(2) Any thermal or 
catalytic incinerator or 
other VOC control device 

(1) Good housekeeping 
practices to prevent and 
minimize spills; storage of 



 

J:\SHARED\rules\3745-22\New BAT Rules 2009\Rule Writer\IP\Supporting Documentation for Webpage\Formatted Excel Word 

Files\400.6.docx 

 

control device e and 
control 
efficien
cy and 
95% 

destruc
tion 

efficien
cy 

used must acheive 90% 
overall VOC reduction, 
by weight, and a 
destruction efficiency of 
at least 95%, by weight.                                                                                                                                                                                                                                                                                  

waste materials in closed 
containers 

BAT Operational Restrictions, Monitoring, Record Keeping, Reporting and Testing Table 
BAT
# 

Operational Restriction Monitoring and Record Keeping Reporting Testing 

00001 N/A Record of coating VOC content and monthly 
weighted average; (see NSPS 60.464; STARS 
Terms & Conditions Library Section B4); 
record of monthly VOC emissions from all coil 
coating operations and 12-month rolling 
summation 

Initial compliance report (see NSPS 
60.465); VOC content and VOC 12-
month rolling emissions quarterly 
deviation reports (see NSPS 60.465 
and STARS Terms & Conditions 
Library Sections Y and RPT) 

Method 24 or 
formulation data 
(see NSPS 60.463 
and 60.466 and 
STARS Terms 
and Conditions 
Library Section 
K1) 

00002 Must employ control device at all times 
when emissions unit is in operation 

Record of coating VOC content and monthly 
weighted average; continuous monitoring and 
record of control equipment operation (see 
NSPS 60.463 and 60.464; STARS Terms & 
Conditions Library Section B6); record of 
monthly VOC emissions from all coil coating 
operations and 12-month rolling summation 

Initial compliance report (see NSPS 
60.465); VOC content, control 
equipment temperature, and VOC 12-
month rolling emissions quarterly 
deviation reports (see NSPS 60.465 
and STARS Terms & Conditions 
Library Sections B6, Y and RPT) 

Method 24 or 
formulation data; 
initial performance 
test within 60 days 
after achieving the 
maximum 
production rate, no 
later than 180 
days after startup; 
retest every 5 
years unless 
change in 
operating 
conditions of 
control device 
(see NSPS 60.463 
and 60.466 and 
STARS Terms 
and Conditions 
Library Section K) 

00003 Must employ control device at all times 
when emissions unit is in operation 

Continuous monitoring and record of control 
equipment operation (see NSPS 60.464 and 
60.465; STARS Terms & Conditions Library 

Initial compliance report (see NSPS 
60.465); Control equipment 
temperature and VOC 12-month 

Initial performance 
test within 60 days 
after achieving the 



 

J:\SHARED\rules\3745-22\New BAT Rules 2009\Rule Writer\IP\Supporting Documentation for Webpage\Formatted Excel Word 

Files\400.6.docx 

 

Section B7 and J); record of monthly VOC 
emissions from all coil coating operations and 
12-month rolling summation 

rolling emissions quarterly deviation 
reports (see NSPS 60.465 and 
STARS Terms & Conditions Library 
Sections B7, J, Y and RPT) 

maximum 
production rate, no 
later than 180 
days after startup; 
retest every 5 
years unless 
change in 
operating 
conditions of 
control device 
(see NSPS 60.463 
and 60.466 and 
STARS Terms 
and Conditions 
Library Section K) 

00004 Must employ enclosure and control 
device at all times when emissions unit 
is in operation 

Continuous monitoring and record of 
enclosure and control equipment operation 
(see NSPS 60.464 and 60.465; STARS Terms 
& Conditions Library Sections B7 and J) 

Initial compliance report (see NSPS 
60.465); Enclosure and control 
equipment parametric monitoring 
quarterly deviation reports (see NSPS 
60.465 and STARS Terms & 
Conditions Library Sections B7 and J) 

Initial performance 
test within 60 days 
after achieving the 
maximum 
production rate, no 
later than 180 
days after startup; 
retest every 5 
years unless 
change in 
operating 
conditions of 
capture and 
control device 
(see NSPS 60.463 
and 60.466 and 
STARS Terms 
and Conditions 
Library Section K) 

 


