
General Permit No.: OHR000005  
Page 43 of 141 

 

Storm Water Discharges Associated With Industrial Activity  

 

Part 8 – Sector-Specific Requirements for Industrial Activity 

Subpart D – Sector D – Asphalt Paving and Roofing Materials and Lubricant Manufacturing. 

You shall comply with Part 8 sector-specific requirements associated with your primary industrial activity 

and any co-located industrial activities, as defined in Appendix A.  The sector-specific requirements apply 

to those areas of your facility where those sector-specific activities occur.  These sector-specific 

requirements are in addition to any requirements specified elsewhere in this permit.   

8.D.1  Covered Storm Water Discharges. 

The requirements in Subpart D apply to storm water discharges associated with industrial activity from 

Asphalt Paving and Roofing Materials and Lubricant Manufacturing facilities, as identified by the SIC 

Codes specified under Sector D in Table D-1 of Appendix D of the permit. 

8.D.2  Limitations on Coverage. 

The following storm water discharges associated with industrial activity are not authorized by this permit 

(See also Part 1.1.4) 

8.D.2.1 Discharges from petroleum refining facilities, including those that manufacture asphalt or 

asphalt products, that are subject to nationally established effluent limitation guidelines found in 

40 CFR Part 419 (Petroleum Refining); or 

8.D.2.2 Discharges from oil recycling facilities; or 

8.D.2.3 Discharges associated with fats and oils rendering. 

8.D.3  Sector-Specific Benchmarks. (See also Part 6 of the permit.) 

Table 8.D-1 identifies benchmarks that apply to the specific subsectors of Sector D.  These benchmarks 

apply to both your primary industrial activity and any co-located industrial activities, which describe your 

site activities. 

 

Table 8.D-1.  

Subsector 

 
Parameter 

Benchmark Monitoring 

Concentration 

Subsector D1. Asphalt Paving and Roofing 

Materials (SIC 2951, 2952) 

Total Suspended Solids 

(TSS) 

100 mg/L 

 

8.D.3.1 Inactive and Unstaffed Sites – Conditional Exemption from No Exposure Requirement for 

Routine Inspections, Quarterly Visual Assessments, and Benchmark Monitoring.  As a Sector D 

facility, if you are seeking to exercise a waiver from either the routine inspection, quarterly 

visual assessment or the benchmark monitoring requirements for inactive and unstaffed sites 

(including temporarily inactive sites), you are conditionally exempt from the requirement to 

certify that “there are no industrial materials or activities exposed to storm water” in Parts 4.2.3 

and 6.2.1.3, respectively.  This exemption is conditioned on the following: 
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 If circumstances change and your facility becomes active and/or staffed, this exception no 

longer applies and you shall immediately begin complying with the applicable benchmark 

monitoring requirements under Part 6.2, and the quarterly visual assessment requirements; 

and 

 Ohio EPA retains the authority to revoke this exemption and/or the monitoring waiver 

where it is determined that the discharge causes, has a reasonable potential to cause, or 

contributes to an instream excursion above an applicable water quality standard, including 

designated uses. 

Subject to the two conditions above, if your facility is inactive and unstaffed, you are waived 

from the requirement to conduct quarterly visual assessments and routine facility inspections.  

You are not waived from conducting the Part 4.3 comprehensive site inspection.  You are 

encouraged to inspect your site more frequently where you have reason to believe that severe 

weather or natural disasters may have damaged control measures or increased discharges. 

8.D.4 Effluent Limitations Based on Effluent Limitations Guidelines (See also Part 6.2.2.1 of the 

permit.) 

Table 8.D-2 identifies effluent limits that apply to the industrial activities described below.  Compliance 

with these effluent limits is to be determined based on discharges from these industrial activities 

independent of commingling with any other wastestreams that may be covered under this permit. 

 

Table 8.D-2
1
 

Industrial Activity Parameter Effluent Limit 

Discharges from asphalt emulsion facilities. Total Suspended Solids 

(TSS) 

23.0 mg/L, 

daily maximum 

15.0 mg/L, 

30-day avg. 

pH 6.5 - 9.0 s.u.  

Oil and Grease 15.0 mg/L, 

daily maximum 

10 mg/L, 

30-day avg. 
1Monitor annually. 




